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JA-1.5 NF Profile

The JA 1.5 NF profile offers unlimited design
potential with its sleek, crisp appearance and
attractive shadow lines. Eliminating the need
for metal roof clips, the concealed 1.5" self-
locking Snap Lock system creates a powerfully
protective seal. Versatile and refined, this easy-
to-install metal roof delivers superior beauty,
durability and strength while showcasing
architectural details.

Ideal Application:

Residential

Testing in accordance with

SSIf,
%”\ %,

Testing:
- U 580 Wind Uplift (Class 90)
- U 2218 Class 4 Hail Impact
- U 263 Fire Certification
- U 790 Class A Fire Rating
-U Environmental -SRI Third Party Verified
- Florida Building Code Approved
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Standard and Custom Lengths Available
JACKSON ARCHITECTURAL METAL FABRICATORS, LLC
Job Name/Purchase Order No. | Material: "x" | Striation | Panel Bead Color Manufacturer: "x"
26 ga SMP Carlisle
26 ga Kynar CMG
26 ga Galvalume Drexel

24 ga Kynar

East Lake Metals

24 ga Galvalume

Firestone

22 ga Kynar

26 ga Textured




STANDING SEAM ORDER FORM I

JACKSON ARCHITECTURAL

DATE:

Purchase Order NO. www.jacksonamf.com

Panel Type:

JA-15NF [

IA-1ssL ]
JA-1sME [
JA-1.7ssL ]
m20mve[_]
Striations: Yes |:| No |:|

Panel Width:
Roof Pitch:
Color:

Panel Quantity @ Panel Length  Panel Quantity @ Panel Length  Panel Quantity @ Panel Length

@ @ @
@ @ @
@ @ @
@ @ @
@ @ @
@ @ @
@ @ @
@ @ @
@ @ @
@ @ @
@ @ @
@ @ @
Trims: QUANTITY IN 10' LENGTH SEGMENTS

2" Drip Edge:

3.5" Rake Edge:

Ridge Cap:

Vented Ridge Cap:
HeadWall Flashing:
SideWall Flashing:
Valley & Cleat

Z Channel:

Vented Z Channel:
Joggle Cleat:
Boots:

Notes:
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